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FLANGED CHANNEL

42"

4"

38"

Retainer Strap

Anchor unit

Anchor Unit &

Strap Assembly Detail

Anchor unit     

1"

Front View Side View

Retainer
1"

4"

38"

See note #3

See note #4

Strap is on front

side of post and

on back side of

anchor unit

See note #4

See note #3
Anchor

unit

Post

1"

0.875"8.562"

0.375"

0.375"

17.125"

Retainer/Spacer Strap Detail

   Post

Post/Anchor

Assembly Details

Typical

Installation

U-Channel Splice

Option 1

U-Channel Splice

Option 2

Riser post

(located on

the back,

non-impact,

side)

Anchor unit

Riser post

(located on

the back,

non-impact,

side)

U-Post Detail

(3 lb/ft)

Ground

line

Ground

line

1.938"4"þÿ� 1"

Ground

line

3 LB/FT U POSTS

Sign Post Assembly Detail

See note #1C

See note #1B

Anchor

unit

3.5’ Min

þÿ�1

0.16"

þÿ 

þÿ�3

þÿ�1

18" Min
20" Max

þÿ�1

3.5’ Min

18" Min

16" Min þÿ�1

þÿ�D�r�i�l

dia. holes

þÿ�D�r�i�

dia. holes
See Post/Anchor

Assembly Details

þÿ�1

Notes

1.  Use 3 lb/ft riser anchor units 

    and risers

2.  Driven riser posts shall be at 

    least 7’ long and embedded 

    at least 3.5’.

3.  A splice shall overlap a

    minimum of 18".

þÿ�4�.� � �U�s�e� � �4� �b�o�l�t�s� �‘�"� �

    and nuts.  Two at top and two at

    bottom of splice.

5.  Anchor unit for guy wires 

    shall be no more than 4" 

    above ground and embedded

    at least 3.5’.

1"

1"

1"

þÿ�1
1"

STEPS OF INSTALLATION

1. A) Drive anchor unit to within 12" of ground level.  

þÿ� � � �B�)� �P�r�o�p�e�r� �a�s�s�e�m�b�l�y� �e�s�t�a�b�l�i�s�h�e�

      retainer spacer strap with top hole of anchor unit.

þÿ� � � �C�)� �A�s�s�e�m�b�l�e� �s�t�r�a�p� �t�o� �b�a�c�k� �o�f� �

      long bolt, lock washer and nut.

   D) Rotate strap 90^ to left.

2. A) Drive anchor unit to 4" dimension.

   B) Rotate strap to vertical position.

þÿ�3�.� �A�)� �P�l�a�c�e�  &�"�-�1�6� �U�N�C� �x� �2�"�

      bottom of sign post to facilitate alignment of 

      sign post with proper hole in anchor unit (this 

þÿ� � � � � � �c�o�i�n�c�i�d�e�s� �w�i�t�h� �t�h�e� �b�

   B) Alternately tighten two connector bolts.

þÿ�4�.� �A�)� �C�o�m�p�l�e�t�e� �a�s�s�e�m�b�l�y� �b�y

      long retainer bolt (this fastens sign post to 

      retainer spacer strap).

5. The base post, strap & sign post shall be properly 

      nested.  Proper nesting occurs when all flat 

      surfaces of the base post, strap and sign post at

      the bolts have full contact across the entire width.

03-07-01 Revised U-post details

11-21-02 Deleted perforated tube

05-08-03 Revised U-Channel 

         splice

12-01-04 PE stamp added

06-29-05 Revised flanged channel 

         note
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